
BUILDING 2008

Building 2008 (formerly 202) was built in 1929 as barracks for a combat engineer
regiment and currently serves as a barracks and he~dquarter~ The three-story
building is based on standardized Office of Quartermaster General plans in a
Colonial Revival style with stone-capped parapeted gable-ends and three rear wings.
Three parapeted pavilious with pedlmented stone door surro~mds emphasize the
ma;n entrances. The concrete post-and-slab structural system supports infiU brick
exterior wails and a wood-framed tile roof with gabled dormers. The central unit is
stuecoed on the upper two floors of the facade. Simple concrete pier porches
extend along the rear and flank the two rear wing courtyards. The bmqding is
identical to Building 2007 and is a shortened version of Buildings 2020 and 2.021.

The ¢~racter of the building is established by its overall symmetry, the rhythmic
consistency of the 6/6-Iight windows with transoms, the prominent front entries
inducling oval windows, and the tile roof. Minor but important details include the
o.rn~mental cast iron downspout boots, wrought-iron and pipe r~ilina¢% and eatryway
fan windows.

The interior was completely remodeled in 1974 with new par/J~.ion walls, drop
ce~qlngs, and doors. Only entry foyers and stairs remain as simple reminders of the
original architecture. The exterior doors were replaced with flush fire-rated traits
and most window trar~oms were blocked during the remodel; both of these changes
detract from the historic architectural character. Bright yellow paint on stairs also
affect the historic appearance.
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BUILDING 2008

CONDITION SURVEY

1. Grade has ¢han~ed through the years; some drainage towards foundation. Monitor buildup
conditions around basement windows.

2. No splash blocks or drywell provided under downspout boots; plugged boot.

3. l~ndscapingis overgrown; trees, in particular, are too dose to buildlng for size-

4. Dumpsters are not isolated, screened, or on pads.

5. Vegetation on parapet caps and parapets; warts stained.

6. Louver vents installed in dormers.

7. Dormer copper shenthing and flashing needs ins]>ectioll.

EvaPdate attic ventilation.

9. White replacement gutters and downspouts at rear visually intrusive.

10. Most original wood panel doors have been replaced.

I1. Most window transoms blocked.

12. Metal foundation windows have minor rusting.

I3. Porch steps painted yellow.

14. Concrete spalling on rear porches.

15. Security lighting mounted on building.
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BUILDING 2008

MAINTENANCE AND REPAIR NOTES

I. DRAINAGE

& Lower plantln~ beds.
b. Regrade to slope away from foundation.

2. DOWNSPOUT SEWER
a. Provide extended concrete splash blocks to channel water from foandation.

3. LANDSCAPING
Develop comprcbe~e historic landscape plan.

b. Remove overgrown shrubbery and replace.
c. Gradn~Jly prune other shrubs to smaller forms.

.

.

.

8.

.

10.

11.

DUMPSTERS
a. Relocate away from buiMi-g structure.
b. Provide pad and screen or enclosure.

LICHEN AND MOSS BUILDUP ON PARAPET CAPS AND WAIJ-q

a. Apply hcrbidde.
b. Clean residues with water and non-ferrous bristle br~¢hes.
c. Inspect mortar joints; repoint if necessary.
d. Clean brick maq)n_ry, rderring to ardde on ~Brie~ Masonry Walls’.

VENTS IN DORMER SASH
a. Relocate vents to less visible area if poss~le.
b. If use of sash necessary, run all vents to rear dormers.

Provide consistent installation in lower sash unit.

DOlhMER SHEATHING
a. Inspect for weather soundness.
b. Replace deteriorated flashi~ refer to "Flashing" article.

ATTIC VENTILATION
a. Inspect attic space to evaluate ventilation system.
b. Install additional vents providing cross-flow system.
c. New ventilation should not be easily visible.

wltrlx DOWNSPOL~’S AND GI.~rI~RS

a. Paint downsponts dark brown color with enamel paint.

DOOR REPLACEMENTS
a. Replace as budget and time permit with panel-type units similar to original.
b. At minimum, front entry doors should be replaced with historic type 64.

BLOCKED WINDOW TRANSOMS

a. Replace blocked transoms with units matching historic design detalk.
b. Replacement units my be fLXed if necessary.
c. Provide reveal in drop ceiling or back blocking for transoms.
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MAINTENANCE & REPAIR
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RUSTING FOUNDATION WINDOW’S

a. Scrape, wire bh~h, and strip windows; use naval jelly on deep pits.
b. R~ thoro~crhly, prime and t~nt with rust inhibiting ea~mck

T,,~ new #ass paaes ia brok~/mi~¢iag a~ea.~

YELLOW PAINT ON STAIRS

a, Strip pa+m+ from stairs or rep~im using gray color.

CONCRETE SPAI.L,ING ON PORCH PBERS

a. Chlp out bad concrete and saadblast affexted area.
b. Test concrete composition.
c. Patch with matc~ grout key~ into exisrln~ material
d. Refer to article on "Concrete Stairs and Porches’.

SURFACE-MOUNT LIGHTING

a. Relocate security lighting to freestand;n~ poles.
b. Patch holes in brick.


